- - - =l A
El Ty
W INSTALLATION NOTES
y  INSTALL STANDARD PAVEMENT BAR MEDIANS ON
BELFORD AVE APPROACHES (TWO IN TOTAL)
INSTALL SMALL PAVEMENT BAR MEDIAN
* BETWEEN TORRINGTON AVE AND BYRNESS AVE  ©
| PAINTED (NOT SOLID) PAVEMENT BARS ACROSS
DRIVEWAY ACCESSES

NO STOPPING LINES AT CORNERS AND
ADJACENT PAVEMENT BAR MEDIANS,
ON BOTH SIDES (EXCEPT OVER
- DRIVEWAYS AND KERB RAMPS)

.--0""\ T
RETAIN EXISTING GIVE WAY LINE AND
DIVIDING LINE

IMPORTANT NOTES

. THE PRIMARY BENEFITS OF THIS PROPGSAL ARE IMPROVED TURNING CONTROL, IMPROVED SIGHT LINES AND ENSURING THE SEPARATION OF
OPPOSING TRAFFIC FLOWS AT THE INTERSECTION. INTRODUCTION OF MEDIANS ALSO HAS SPEED REDUCING EFFECT THROUGH THE PERCEIVED
NARROWING GF ROADWAY. THIS WILL CAUSE SIGNIFICANT REDUCTION IN CORNER CUTTING IN THE DEVIATION OF BELFORD AVENUE.

. INSTALLATION OF PAVEMENT BAR MEDIANS REQUIRES ADJACENT 'NO STOPPING' LINES TO CLARIFY LEGAL ON-STREET PARKING AREAS - 3m OF
CLEAR ROADWAY IS REQUIRED ALONGSIDE A PAINTED MEDIAN OR DIVIDING STRIP IN ORDER FOR THE DEVICE TO FUNCTION SAFELY AND
EFFICIENTLY (REFER AUSTRALIAN ROAD RULES - REG 208).

. ANET LOSS OF 10 ON-STREET PARKING SPACES IS REQUIRED FOR THESE INTERSECTION IMPROVEMENTS TO FUNCTION SAFELY AND EFFECTIVELY.

. AN ANALYSIS OF AERIAL PHOTOGRAPHY IN THIS LOCATION GVER THE LAST 5 YEARS SHOWS THAT ON-STREET PARKING NEAR THE INTERSECTION
IS GENERALLY NOT RELIED UPON. HOWEVER, AT TIMES, THERE WAS A HIGHER FREQUENCY OF PARKING RELIANCE OF ON-STREET PARKING ON THE
SOUTHERN SIDE OF BELFORD AVE. IN SAYING THAT, COUNCIL BELIEVES THE OVERALL SAFETY BENEFITS JUSTIFY THE LOSS OF ON-STREET
PARKING OPPORTUNITIES NEAR THE INTERSECTION.
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